58.3
[2.295]

MR

5 | 5 |

|
Uaama0 Lk Duamnuo L L g
e
e M g

17.6
[.693]

11.7
[.459]
115
[.453]

0.45
[.0181

Electrical Characteristics :

Insulation Resistance : 500MQ Min.
Contact Resistance : 30mQ Max.
Withstand Voltage : 1000 VAC 1 minute.
Current Rating : 1.5A

Material:

Housing : Thermoplastic UL94V-0

Contact : Full Gold Plating

Spring Wire : Dia 0.45mm Phosphor Bronze
Optional Gold Plating Over Nickel

CUL File No : E215573

745 6.35 2.54
[.293] [.250] | [.1001
PARTNO:8508-B*4
Positions J L Ports
Contacts Gold Plated
Houslng Color ? gﬁld Flash
B : Black 2-:15u"
3:30u"
4:50u"
53.34 $0.90 127 13.97 8.89
[2.100] [1‘03570] (90357 L0503 ‘ [,5507 13501 ﬁ‘géﬁ
] C ] C } ] C ] C 0 oo o @ooi‘loooo ooocL—F
! 1O O O O O O O O O O O o O Oiﬁ
‘ ‘ 3,20 8a
@ | @ | (21261 ©S
‘ @ 53‘34 ng
900 0o0|fe0ooo o ® 000 ®0©00© 0 ‘ L2.100] N
ole ® © © @@@@@\@T@@@@ ©© ©® ® © || 1
5 o L PCB EDGE —
SUGGESTED PCB LAYOUT
TOP VIEW
@ CHAMPWAY EREFHRAE
CHAMPWAY ELECTRONICS CO., LTD.
ONE | REV. DESCRIPTION DATE APPD. | FILE NO : 85 (SERIES) %TLE SON-SHIELDED _RMS ‘jﬁhg mm
@ A.1 | Withstand Voltage 50045 # % 1000VAC 2008-08-01 Nick SART NO SCALE
TOLERANCE(A £) : o ?,ﬁ. 8508-B k4 0 Bl 1:1
0.00 mm +0.15 mm TN A1llg gy 2007-06-13 @ ==
@ 0.0mm £0.25mm CHECKED BY Michael DRAWN BY Valiant
@ e ichae B g alian




